
T Series - Multi-Touch Displays

Distributed by

Sales Enquiries 1800 00 77 80 
connect@madisonav.com.au



Model numbers:

Inspire collaboration. Deliver information. The Philips T Line Displays are ideal for multi-finger, multi-user 
applications-from wayfinding to presentations.

10BDL4151T 10 inch / 25.6 cm 1280 x 800p

24BDL4151T 24 inch / 60 cm 1920 x 1080p

43BDL4051T 43 inch / 108 cm 1920 x 1080p

55BDL4051T 55 inch / 139 cm 1920 x 1080p

65BDL3052T 65 inch / 164 cm 3840 x 2160p

75BDL3151T 75 inch / 189 cm 3840 x 2160p

86BDL4152T 86 inch / 217 cm 3840 x 2160p

Interactive Touch Displays

 Built in Android

 Available from 10” to 86

 OPS insert available for 65” & 75” 

 4K for 65” and above

 Small screens (10/24”) are perfect room booking 

tools with PoE power, capacitive touch

 System on Chip (16GB) + Stock Android OS

 Full HD: 55” and smaller

 Universal across the range IP/serial control

 Android SoC Touch Displays – no PC required

 Available in landscape and portrait
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Picture Display 10BDL4151T 24BDL4151T 43BDL4051T 55BDL4051T 65BDL3052T
Diagonal Size 10 inch /25.6 cm 24 inch /60 cm 43 inch /108 cm 55 inch /139 cm 65 inch /164 cm

Resolution 1280 x 800p 1920 x 1080p 1920 x 1080p 1920 x 1080p 3840 x 2160p

Brightness | 
Contrast Ratio 300 nit | 500:1 250 nit | 1000:1 450 nit | 1100:1 450 nit | 1100:1 350 nit | 4000:1

Dynamic CR 500,000:1 500,000:1 500,000:1 500,000:1 500,000:1

Response Time 30 ms 5 ms 12 ms 12 ms 8 ms

Android Version Android 8 Android 7.1.2 Android 5 Android 5 Android 5

Touch Points 5 10 10 10 20

Connectivity
Input HDMI 1 2 2 4

USB 1 1 x2.0, 1x 3.0 1 2 1 x2.0, 1x 3.0

Wi-Fi Yes Yes Yes Yes

Other RJ45 (PoE) RJ45 (PoE), Micro SD, 
Micro USB, mPCIe

Display Port, DVI, VGA, 
RJ45, RS232, Micro SD, 
Micro USB, mPCIe

Display Port, DVI, VGA, 
RJ45, RS232, Micro SD, 
Micro USB, mPCIe

DVI, VGA, RJ45, RS232, 
OPS, Micro SD, Micro USB, 
mPCIe

Output RS232 1 1 1

Speakers 2x 2W 2x 2W 2x 10W 2x 10W 2x 10W RMS

Other HDMI Display Port, DVI Display Port, DVI

Set Dimensions 261.0 (W) x 167.2 (H) 
x 29.0(D) mm

566.5 (W) x 361.1 (H) 
x 49.2 (D) mm

1002.6 (W) x 590.8 (H) 
x 91.4(D) mm

1271.0 (W) x 741.8 (H) 
x 91.4 (D) mm

1475.4 (W) x 850.4 (H) 
x 101.0 (D) mm

Display Weight 0.71 kg 8.7 kg 19.4 kg 31 kg 40.6 kg

Bezel Width 19.8 mm (L/R), 
13.6 mm (T/B)

22.6 mm (L/R), 
30.8 mm (T), 33.9 mm (B) 29.2 mm 29.2 mm 21 mm

Warranty 3 Years 3 Years 3 Years 3 Years 3 Years

T series - Interactive Touch Displays 
Specifications

Picture Display 75BDL3151T 86BDL4152T
Diagonal Size 75 inch / 189 cm 86 inch / 217 cm

Resolution 3840 x 2160p 3840 x 2160p

Brightness 490 nit | 1200:1 500 nit | 1200:1

Dynamic CR 500,000:1 500,000:1

Response Time 8 ms 12 ms

Android Version Android 5 Android 5

Touch Points 10 10

Connectivity
Input HDMI 4 1

USB 4x A Type, 2x B Type 1 x2.0, 1x 3.0

Wi-Fi Optional Yes

Other
VGA, RJ45, RS232, OPS, 
Composite RCA,

Display Port, DVI, VGA, 
RJ45, RS232, OPS, Micro SD, 
Micro USB, mPCIe

Output RS232 1 1

Speakers 2x 10W RMS 2x 10W RMS

Other HDMI Display Port, DVI

Set Dimensions 1739.7 (W) x 1072.8 (H) 
x 99.0 (D) mm

1967.0 (W) x 1128.0 (H) 
x 104.9 (D) mm

Display Weight 64.7 kg 96.2 kg

Bezel Width 21.7 mm 9.5 mm (TLR) 15.6 mm (B)

Warranty 3 Years 3 Years
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